@ueigh
i

General Specifications

Display

Keyboard

Housing

Max. Divisions

Load cell excitation voltage
ADC update

Operating Temp.

Power

Gross weight

Packing

M ¥ CE
BWS Waterproof Weight Indicator

52mm digit LCD display, with white LED backlight
7 keys (Mechanical switch)

SST

6,000e; 30,000d

5V/150mA

<1/10 second

-10°C~+40°C

AC adapter (12V/500mA), rechargeable battery (6V/4Ah)
3.2k

Mas’?er carton packing, dimension 0.017m’
Master carton 4 in 1 packing, dimension 0.095m’

Easy to use front panel configuration

Applications: 1. Zero 2. Accumulation 3. Check weighing 4. Net/gross shift
5. Weighing unit conversion 6. Peak hold 7. Animal weighing

OIML approval from DANAK (approval no.0200-NAWI-04376)

Keyboard lock function
IP65 waterproof rating

Optional RS-232 interface, Bluetooth
Optional analogue output (0-10V/4-20mA)
Optional setpoint output (HI/OK/LOW/BEEP)

Specifications are subject to change without notice



@uweigh M CE

BWS Waterproof Weight Indicator

Model Number Capacity Readability Division Approx. weight Approval

BWS X X 30,000d 2.0kg CE

BWS-M X X 6,000e 2.0kg CE, OIML
Options

TPuP Printer 0S-2130D Printer Alarm light

Dimensions(mm) Print formats
266.6 NO 1
GS 4. 248KG

DATE: 2812/83/87

- - TIME: 19:86:37
| | NO. : 1
% GS: 4. 235K6
234 DATE: 2812/83/87
TIME: 19:88B:26
NO . : 2
NT Y.235K6
TW: 1.818K6
GW: . 6.B45KG6
DATE: 2812/83/87
TIME: 19:18:54
TOTAL
IEEEEEEEEEREE R EREEREE
NO: 3
Total: 12.785K6

DATE: 20812/s83/87
TIME: 19:89:03

NO. : 1
GS: 4.235K6
TOTAL : 4.235K6

DATE: 2012/83/87
TIME: 19:18:438

NO. : 3

NT: 4.235K6
TW: 1.818KG
GW: 6.B45KG
TOTAL 12.705KG

Specifications are subject to change without notice
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