WeighCo.Coffee Scale

Descriptions

High-quality silicone housing material
Digital coffee scale with timer function
Unit: g—0z—>ml—g

Capacity: 2kg Division: 0.1kg

With rechargeable lithium battery
LED display:87x18mm

Power: 3.7V/1000mAh




Product Details




PR1 mode:
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STEP 1: Press “ON/OFF” to power on. STEP 2: Press “"MODE" to "PR1",

STEP 5: The timer is automatically timed STEP 6: After the pour over is finished,
from the injection of the first drop of water. remove the coffee pot.
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STEP 3: Place the filter paper and tSTiP ;}':lPour the :f)‘ﬂeehpowdsrm s i - "
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FOUR WORKING MODE



PR2 mode:
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STEP 1: Press "ON/OFF" to power on. STEP 2: Press “MODE" to “PR2".
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STEP 5: Press "TIMER" to pause timing and
when finish the Hand drip coffee.

Make the record of coffee’s weight and
G0 %6 G ®E making time.(You can also press the “TIMER"

button to start or pause the timer if needed).

STEP 3: Place the coffee pot on the STEP 4: Press the “TIMER" button,
coffee scale, display the weight on the the timer starts counting upon
right side, press the “TARE" button to the injection of the first drop of water.

net weight and wait 2-3 seconds to settle down.

FOUR WORKING MODE



PR3 mode:

STEP 1: Press "ON/OFF" to power on. STEP 2: Press "MODE" to “PR3".
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STEP 5: After the coffee is finished,

take the coffee pot away,
%D -{955 % }' DE the display will show the final coffee
weight and production time. After
5 seconds, the weight will be automatically

STEP 3: Put on the coffee pot with filter STEP 4: When the first drop of water is poured
paper and coffee powder, weight shown into the coffee pot, the timer will start to cleared and the timer will return to zero.
on the right screen, It will become “0" automatic. automatically time. If you want

to stop timing, press the “TIMER" button.

FOUR WORKING MODE



PR4 mode (proportional mode):
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STEP 2: Press "MODE" to “PR4".

STEP 5: Inject water into the coffee pot, the STEP 6: Remove the coffee pot when
weight of the coffee is displayed on finished and the weight of
the right side, and the ratio of coffee powder the coffee and the ratio of coffee powder to
to water is also displayed on the left side water are still displayed on the coffee scale.

STEP 3: Put on the coffee pot and filter STEP 4: Pour the coffee powder into
paper, weight shown on the right screen, the filter paper, the weight is stable
and the weight is automatically cleared. after 3 seconds, the weight is automatically

cleared, and the ratio of the coffee
powder to water is displayed as 1:0.

FOUR WORKING MODE



